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roLLEITII 110: B-19 
GYPSUM PRODUCTS 3/4" TYPE X !li..TE: 5/Z?/65 
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PRODUCING PlANTS: LONG BFACH, ANTIOCH, SE\TTLE, R0&\RIO, JA CKSON'IIUE, DEIANOO 

Core Formula: 
(Lbs./M sq.ft.) Jackson-

Long Beach Antioch Seattle Rosario ville Delanco 

Board Stucco (S-1~ 2800-3025 2800-3025 2800-3025 2800-3025 2800-3025 2800-3025 
S-2 

Paper Fiber (B-G-1) 12-16 12-16 12-16 12-16 12-16 12-16 

Glass Fiber (B-G-1) 8.0-8.4 8.o~rs..o-8.4 8.0-8.4 8.0-8.4 8.0-8.4 

Starch (RM-B-11) 10-15 10- 10-15 10-15 10-15 10-15 

Core Foaming Agent: ? 
Resin (B-G-1) 1.5-4.5 

ALS (B-G-1) 0.2-1.4 - 0,2-1.4 o. 2-1.4 0.2-1.4 

AAS (B-G-1) ~0 
Lignin (B-G-1) 2. 5-4.0 -4.0 5.0-8.0 2.5-4.0 2.5-4.0 5.0-8.0 

End Trim (B-G-1) 20-35 /fe!39 20-35 None 20-35 20-35 

0.5~2.0 
6 ~ 

Potassium Sulfaoe ~2.5 0.5-2.0 None 0.5-2.0 0.5-2.0 
(B-G-1) 

~ Retarder (B-G-1) None e None 0-1.0 None None 

Hydrated Lime 
(RM-P-3) 

0-0,8 0-0,8 0-0.8 0-0.8 0-0.8 0-0,8 

Paper Liners: Manila and Greyback Paper 

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications) 

1. Slurry Setting Time, minutes 3 - 5 

2. Wet Slurry Weight (Lbs./c.f.) 76 - 85 

3. Wet Compressive Strength, psi 300 525 
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